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Medium-Duty Casters
Roulettes pour usage modéré

No. TYPE
TREAD WIDTH
LARGEUR
DE BANDE

TOTAL HEIGHT
HAUTEUR TOTALE

OFFSET DISTANCE 
DISTANCE
DE DÉPORT

PLATE SIZE
DIMENSION
DE PLAQUE

WEIGHT
POIDS

F24790 Swivel / Pivot 3-1/8" / 80 mm 132 lb / 60 kg 1-1/16" / 27 mm 4-3/32" / 104 mm 1-15/32" / 37 mm
3-5/32" × 4-1/8"
80 × 105 mm

1.65 lb
0.75 kg

F24801 Swivel + brake
Pivot + frein

3-1/8" / 80 mm 132 lb / 60 kg 1-1/16" / 27 mm 4-3/32" / 104 mm 1-11/16" / 42.5 mm
3-5/32" × 4-1/8"
80 × 105 mm

2.12 lb
0.96 kg

F24796 Rigid / Fixe 3-1/8" / 80 mm 132 lb / 60 kg 1-1/16" / 27 mm 4-3/32" / 104 mm
3-7/16" × 4"
87 × 102 mm

1.16 lb
0.53 kg

F24791 Swivel / Pivot 4" / 100 mm 132 lb / 60 kg 1-1/16" / 27 mm 5-1/16" / 128 mm 1-15/32" / 37 mm
3-5/32" × 4-1/8"
80 × 105 mm

2.43 lb
1.10 kg

F24802 Swivel + brake
Pivot + frein

4" / 100 mm 132 lb / 60 kg 1-1/16" / 27 mm 5-1/16" / 128 mm 1-9/16" / 40 mm
3-5/32" × 4-1/8"
80 × 105 mm

1.91 lb
0.87 kg

F24797 Rigid / Fixe 4" / 100 mm 132 lb / 60 kg 1-1/16" / 27 mm 5-1/16" / 128 mm
3-7/16" × 4"
87 × 102 mm

1.53 lb
0.69 kg

F24792 Swivel / Pivot 5" / 125 mm 220 lb / 100 kg 1-15/32" / 37.5 mm 6-1/8" / 155 mm 1-9/16" / 40 mm
3-5/32" × 4-1/8"
80 × 105 mm

2.52 lb
1.14 kg

F24803 Swivel + brake
Pivot + frein

5" / 125 mm 220 lb / 100 kg 1-15/32" / 37.5 mm 6-1/8" / 155 mm 1-9/16" / 40 mm
3-5/32" × 4-1/8"
80 × 105 mm

3.29 lb
1.49 kg

F24798 Rigid / Fixe 5" / 125 mm 220 lb / 100 kg 1-15/32" / 37.5 mm 6-1/8" / 155 mm
3-11/32" × 4-3/32"
85 × 104 mm

2.28 lb
1.03 kg

F24788 Swivel / Pivot 6-5/16" / 160 mm 396 lb / 180 kg 1-17/32" / 39 mm 7-15/32" / 190 mm 2-1/16" / 52 mm
4-11/32" × 5-5/16"
110 × 135 mm

5.22 lb
2.37 kg

Rubber I I 
Caoutchouc I I

FULL LOCK

SWIVEL & WHEEL

 LA ROUE ET LE PIVOT
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F24792 F24803 F24798

FEATURES AND APPLICATIONS

• Metal thread guards

• Available with Full Lock brake, which locks both the wheel and the swivel

• Grease seal holds in lubricant

• Two independent rows of hardened, polished precision ball bearings roll 
freely in large-diameter lubricated raceways

• Corrosion-resistant zinc finish

• Recommended for general warehouse and factory applications; use on 
concrete, asphalt, carpet, wood

CARACTÉRISTIQUES ET APPLICATIONS

• Pare-fils de roue en métal

• Disponible avec système de frein Full Lock, qui bloque la roue et le pivot

• Déflecteur à graisse pour protéger le lubrifiant

• Double couronne lubrifiée à grand diamètre et roulement de précision trempé 
et poli pour un roulement/pivotement précis, durable et sans effort

• Fini de zinc résistant à la corrosion

• Recommandées pour utilisations générales d'usine et d'entrepôt, sur béton, 
asphalte, tapis, bois

See / Voir : page 36A B C E x FD
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