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No. OUTSIDE DIAMETER
DIAMÈTRE EXTÉRIEUR

INTERIOR DIAMETER
DIAMÈTRE INTÉRIEUR

BASE DIAMETER
DIAMÈTRE DE LA BASE

STEM TYPE
TYPE DE TIGE

COLOUR
COULEUR No. PACKAGING

EMBALLAGE
QTY
QTÉ

F94097 19/32" / 15 mm 7/16" / 11.5 mm 15/16" / 24 mm
Friction grip stem
Tige à serrage de 
friction

Zinc F31823 Clamshell 4

612G 3/8" / 9.5 mm 5/16" / 8 mm 25/32" / 19.6 mm

Wood stem
Tige à bois

Zinc F32260 Clamshell 4

F43435 1/2" / 12 mm 5/16" / 8 mm 21/32" / 16.5 mm Black / Noir F22814 Clamshell 4

F43473 9/16" / 14 mm 5/16" / 8 mm 23/32" / 18 mm White / Blanc F31936 Clamshell 4

F45391 15/16" / 24 mm 5/16" / 8 mm 1-3/32" / 28 mm White / Blanc F31939 Clamshell 4

F94077 1/2" / 13 mm 3/8" / 10 mm 27/32" / 21.6 mm
Bed frame caster
Roulette pour 
base de lit

White / Blanc F31922 Clamshell 4

F31823 F32260 F31922F31936 F31939

Caster Sockets • Douilles pour roulettes

?

Sockets can be termed several different ways...
Sleeves, adapters, bushings are terms commonly heard. 
However, 'sockets' describes best the product and its use.

What about sockets for threaded stem?
T-nuts can be used for threaded stems. The right 
product will take into account the specification of  
the threaded stem.
Click on the following link:
RELIABLE Fasteners T-nuts

Le terme douille peut avoir différentes appellations...
Manchon, sleeve, adaptateur sont des termes communément utilisés.  
Par contre, le terme douille décrit plus exactement le produit et  
son utilisation.

Y a-t-il des douilles pour les tiges filetées ?
Des écrous en T peuvent êtres utilisés. 
Bien sûr, on choisira le produit exact selon 
la spécification de la tige filetée.
Voir le lien suivant :
Attaches RELIABLE, écrous en T W
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