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Flat-Free Wheels
Roues increvables

No.
TIRE SIZE
TAILLE
DU PNEU

TREAD WIDTH
LARGEUR
DE BANDE

TREAD PATTERN
DESIGN
DE BANDE

HUB SPECS
SPÉCIFICATIONS
DE JANTE

AXLE DIAMETER × 
LENGTH • DIAMÈTRE × 
LONGUEUR D'ESSIEU

WEIGHT
POIDS

F21154 8" / 200 mm 2.80/2.50-4 220 lb / 100 kg 2-1/4" / 57 mm
Sawtooth
Dents de scie

Centred, metal
Centrée, métal

5/8" × 2"
16 × 50 mm

2 lb
0.91 kg

F21152 10" / 250 mm 4.10/3.50-4 265 lb / 120 kg 3-1/8" / 80 mm
Sawtooth
Dents de scie

Centred, metal
Centrée, métal

5/8" × 2"
16 × 50 mm

3.14 lb
1.42 kg

FOR HAND TRUCKS / POUR DIABLES

F21579 8" / 200 mm 2.80/2.50-4 220 lb / 100 kg 2-1/4" / 57 mm
Knobby
Crampons

Offset, metal
Décentrée, métal

5/8" × 2"
16 × 50 mm

2.08 lb
0.94 kg

F21679 10" / 250 mm 4.10/3.50-4 265 lb / 120 kg 3-1/8" / 80 mm
Knobby
Crampons

Offset, metal
Décentrée, métal

5/8" × 2"
16 × 50 mm

3.17 lb
1.44 kg

F21680 13" / 330 mm 4.00-6 309 lb / 140 kg 3-1/8" / 80 mm
Knobby
Crampons

Offset, metal
Décentrée, métal

5/8" × 2"
16 × 50 mm

4.35 lb
1.97 kg

FOR WHEELBARROWS / POUR BROUETTES

F21683 13" / 330 mm 4.00-6 309 lb / 140 kg 3-1/8" / 80 mm
Knobby
Crampons

Centred, metal
Centrée, métal

5/8" × 2"
16 × 50 mm

4.42 lb
2 kg

F21658 16" / 400 mm 4.80/4.00-8 309 lb / 140 kg 3" / 77 mm
Diamond
Losanges

Centred, metal
Centrée, métal

5/8" × 6"
16 × 152 mm

6.17 lb
2.8 kg

F21578 16" / 400 mm 4.80/4.00-8 309 lb / 140 kg 3-5/16" / 84 mm
Ribbed
Nervures

Centred, metal
Centrée, métal

5/8" × 6"
16 × 152 mm

6.11 lb
2.77 kg
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FEATURES AND APPLICATIONS

• Puncture-free, no pressure loss, no flats, and 
resistant to extreme cold

• Light-weight, made of durable polyurethane 
micro-cellular foam

• Grease fitting for easy maintenance

• Variety of applications:
8" (2.80/2.50-4) for hand trucks and carts
10" (4.10/3.50-4) most commonly used wheel 
size for hand trucks
13" (4.00-6) for wheelbarrows and hand trucks
16" (4.80/4.00-8) most commonly used wheel 
size for wheelbarrows

• Other uses include compressors, log splitters, 
light trailers, etc.

CARACTÉRISTIQUES ET APPLICATIONS

• Pas de crevaisons, aucune perte d'air ni de plats, idéal 
dans les froids extrêmes

• Légères, composées de mousse de polyuréthane micro-
cellulaire

• Dotées de graisseur pour entretien facile

• Plusieurs utilisations possibles :
8" (2.80/2.50-4) pour diables et chariots
10" (4.10/3.50-4) taille de roue la plus communément 
utilisée pour les diables
13" (4.00-6) pour brouettes et diables
16" (4.80/4.00-8) taille de roue la plus communément 
utilisée pour les brouettes

• Peuvent également être utilisées pour compresseurs à 
air, fendeuses à bûches, remorques légères, etc.

Not for highway use / Ne pas utiliser sur la grande route

See / Voir : page 36A B


